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TECHNICAL SUPPORT

Should you require any technical support on
the Bowers Brick Veneer System, please contact
Bowers on:

(\) 0800207 374
technicalsupport@bowersbrothers.co.nz : sl

www.bowersbrothers.co.nz

GIVE US A CALL TODAY!
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INTRODUCTION

This document is a generic bricklaying speaﬁcatlen used for the
construction of running-bonded and stack- bonded brick veneers Th1s

document has been designed for use in single, two a,nd three storey' .

building.
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It is an ‘Alternative Solution’to E2/AS1 appllcable only wherrBowers
Brothers Concrete bricks, as mentioned in this document* are used |n o
masonry brick veneer. If any aspect of design has not been speaﬁcally‘

addressed, then E2/AS1 Masonry and NZS 4210 wtiLappty

BRICK VENEER RANGE
/0 SERIES

B STANDARD BRICK STANDARD
27 m2 CORNER BRICK

336 per pallet 27 m?
280 per pallet

23— <00

6\\[\\(

CLASSIC BRICK PLATEAU BRICK
48 m2 13.6 m?
552 per pallet 168 per pallet

WWW.BOWERSBROTHERS.CO.NZ

H10.01 BRICK -
Standard Half High :
25 m?

300 per pallet

CADRONA BRICK
12.5 m?
150 per pallet
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SPECIFICATION - B1 ﬂ
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GENERAL
The following is a specification used for the construction of single storey, running-bonded brick veneers.

« This document presents an ‘Alternative Solution’to E2/AS1 applicable when Bowers concrete bricks, as
mentioned in this document, are used as a masonry brick veneer.

+ Unless otherwise noted then the requirements of E2/AST Masonry and NZS 4210 will apply.

This specification forms the basis of the following Bowers specifications:
«  B2:Two-storey running bonded specification.

«  B3:Three-storey running bonded specification.

« S1:Single-storey stack-bonded specification.

« S2:Two-storey stack-bonded specification.

«  S3:Two-storey stack-bonded specification.

RELATED DOCUMENTS

Relevant NZ Standards shall apply for all items NOT covered by this ‘Specific Design’including the following:
«  NZS 3604 Timber-framed buildings

« NZS 4210 Materials and workmanship

«  NZS 4229 Masonry buildings not requiring Specific Design

«  SNZ HB 4236 All standards relating to masonry veneers — summary

« NASH Standard Part 1 and Part 2

Note that current revisions of reference documents at the time of design, consent and
construction are applicable and relevant.

In addition to a Bowers brick veneer being installed in accordance with this specific design specification, the
following provisions of the NZ Building Code must also be met.

« B1 Structure

« B2 Durability

« (3 Spread of Fire

« E2 External Moisture

« F2 Hazardous Building Materials

WWW.BOWERSBROTHERS.CO.NZ BOWERS
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n SPECIFICATION - B1

LIMITATIONS

The designer shall ensure that Bowers brick veneer detailing, as presented within the Building Consent
Plans and Specifications, complies with all aspects of this ‘General Specification’ Plans submitted for Building
Consent must be clearly marked and identify the use of Bowers brick veneers as follows;

“Bowers Running Bonded Brick Cladding System - Specification B1 - no substitution”

The Bowers single storey brick veneer shall be subject to the following limitations:

«  Single storey buildings of either residential or commercial use designed in accordance with AS/NZS1170
for up to an importance level of 2.

«  The building shall have a concrete slab-on-ground construction, either specifically designed by an
Engineer or in compliance with NZS 3604 minimum requirements.

«  The supporting structure shall be timber framed construction in accordance with NZS 3604, concrete
block/precast in accordance with NZS 4229 or light structural framing in accordance with NASH
Standards part 1 and 2. Alternatively, a specific engineering designed supporting structure may be
adopted as designed and detailed by a suitably qualified engineer.

« All aspects regarding the installation of the brick veneer shall conform to the requirements of NZS 3604,
NZS 4229 and NZS 4210.

«  The maximum height for a single storey veneer is limited to 4m from the foundation. At a gable wall or
pier (see figure 1 below), the maximum height may extend to 5.5m.

«  Bricks must be laid to a running-bonded pattern. Small areas of soldier courses and stack-bonding are
permitted, but should not exceed 5% of the total surface of the veneer.

«  Veneer brick selection, size, thickness and weight, excluding the allowance for the addition of upto a
10mm thick cement plaster coating if specified, shall not exceed that provided within Table 1 below.

+  Buildings may be situated in all wind zones up to and including ‘Extra High’ wind zone in accordance
with NZS 3604.

«  Residential buildings are to be situated within earthquake zones 1-3 in accordance with NZS 3604,
commercial buildings shall have an assessed period of not more than 1.5s in accordance to NZS 1170.

BRICKS

This specification is only applicable to the following brick types manufactured by Bowers:

Table 1 - Bowers bricks applicable to this specification

Bricks applicable to this specification
Bowers Brick Weight (kg)

Product Size (LxHxW) Per brick Weight (kg/m?)
Standard brick 220 x 150 x 70mm 27.2 44 130
Classic brick 230x 76 x 70mm 48.0 2.2 125
Plateau brick 450 x 150 x 70mm 13.6 7.7 150
Cadrona 390 x 190 x 90mm 125 10.8 150
10 Series Half High 390 x 90 x 90mm 25.0 4.1 120

GIVE US A CALL TODAY! 0800 207 374




SPECIFICATION - B1

BRI(.ZK VENEER CONSTRUCTION EIIOAV\S’(EJFI{\ISRY
Maximum Veneer Heights
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5.5m to apex gable
5.5m to apex gable

4m max
4m max

GENERAL VENEER GABLE END PIERS / RETURNS

Figure 1 - Maximum veneer heights for single storey, running-bonded construction - diagram sourced
from Brick & Paver Manufacturers association

Wall Panels Gable Ends and Piers

«  Brick wall panels may be laid to a maximum +  Gable end wall panels may be laid to a
height of 4.0m without the addition of shelf maximum height of 5.5m.
angles or slip joints. . Brick piers, of maximum width not exceeding

1.0m in width and not supporting loads from
lintel shelf angles are not to exceed 5.5m in total
height.

SUPPORTING STRUCTURE

«  The supporting structure shall be timber framed construction in accordance with NZS 3604, concrete
block/precast in accordance with NZS 4229 or light structural framing in accordance with NASH
Standards part 1 and 2. Alternatively, a specific engineering designed supporting structure may be
adopted as designed and detailed by a suitably qualified engineer.

RIGID AIR BARRIER (RAB)

+  Rigid air barriers may be placed either inside or outside of the timber framing in accordance with the
manufacturer’s installation recommendations.

«  Where the RAB is placed on the outside of the supporting framing, the brick tie screw length shall
increase to a minimum length of 40mm.

« A minimum 40mm cavity shall be maintained.

WWW.BOWERSBROTHERS.CO.NZ




n SPECIFICATION - B1

BRACING

«  Bracing requirements may be determined by
using the prescribed tables in NZS 3604, NASH
Standard or specifically calculated by a suitably
qualified engineer.

CAVITIES

«  The cavity between the masonry veneer and the
exterior face of the supporting framing and/or
rigid air board shall not be less than 40mm or
more than 75mm wide.

«  The cavity must be kept free of mortar
droppings and any other obstruction.

«  Washouts are to be installed every 10th brick
and one on each corner.

«  The cavity shall be ventilated to the outside by
the provision of weep, or vent holes, at the base
of the wall formed by removing mortar from the
perpend joint at centres not exceeding 800mm
to achieve a minimum of 1000mm?2 of weep/
vent hole per linear metre.

« Install similar vent holes at the top of the wall,
in the second row of bricks from the top, to
match the bottom of the veneer panel, or leave
a 10mm gap at the top of the veneer and the
soffit board for ventilation.

«  Pipes and services shall not be placed in the
cavity other than those passing directly through
the cavity to the exterior.

MORTAR

The mortar used must conform with the following:
«  Manufactured and bagged, or site mixed.

+  Sand/cement ratio of 4:1. For sea spray zones
and NZS 3604 corrosion zones 1 and 4, the ratio
should be increased to 3:1 sand/cement.

«  All requirements as set out in NZS 4210.

«  The same mortar must be used throughout the
entire veneer.

« Ajoint thickness of up to 20mm may
be accepted on the bottom course to
accommodate any slab level issues.

«  Bowers recommends colour matching your
mortar to your brick colour.

GIVE US A CALL TODAY!

Using a dark colour mortar with a light colour brick
or light colour mortar with a dark brick will cause
the mortar to:

«  Colour bleed into the brick & will highlight any
imperfections in the veneer or the laying.

«  Cause staining, giving the brick a patchy dirty
look.

For example:

«  Premium white mortar looks best with the
Ice coloured bricks & a black mortar needs to
be used with Midnight or Ironsands coloured
bricks. We have Midnight oxide, mortar drop
packs to give a colour match.

«  The Bricklayer must regularly sponge off
thoroughly with clean water to prevent the
mortar staining the surface of the bricks.

MORTAR JOINTS

‘Mortar joint'is the term for the space of mortar
between bricks. According to NZ54210:2001
Section 2.7.1.3 the thickness of a mortar bed,
cross or perpend joint should be T0mm +/- 3mm.
In addition, mortar joints should conform to the
following:

«  Mortar joints shall be as close to 10mm as
possible.

+  Minimum permitted joint thickness of 7mm.

+  Maximum permitted joint thickness of 16mm. A
joint thickness of up to 20mm may be accepted
on the bottom course to accommodate any
slab level issues.

«  All mortar joints shall be within +2mm of the
specified thickness.

«  Unless otherwise specified, all mortar joints are
to be pointed to a depth of 4mm.

«  The maximum permitted raked depth is 6mm.

«  All' bed and perpend joints are to contain a full
spread of mortar.

« Any holes in the finished joints are to be
minimal and filled on completion.

0800 207 374




CONTROL JOINTS

There are four options available for installing
‘Control Joints'’

«  BB-52 Brick - Control Joint — Alternative slip joint
design

« Avertical or zig-zag 10mm gap with a foam
backing rod and flexible sealant.

« Avertical or zig-zag 10mm gap with a foam
backing road and 20mm of mortar.

Location of Control Joints:

SNZ HB 4236, in accordance with NZS 4229,
recommends control joints are installed at no
greater than 6m centres.

It is recommended that, where control joints
are deemed necessary, these are installed in the
following locations of the veneer:

« AtTjoints, within 600mm of the joint on the
intersecting wall

«  Within 600mm of one side of L shaped corners.
Alternatively, the spacing of control joints on
both sides of the corner may be restricted to
3.2m maximum

«  Atchangesin wall height exceeding 600mm

«  Window openings less than 2.0m wide — Control
Joint one side (may be omitted where the above
maximum control joint spacing conditions are
met).

+  Window openings greater than 2.0m wide -
Control Joint both sides (one side only where
the above maximum control joint spacing
conditions are met, and provided a control joint
is provided with 3m maximum of the opposite
side of the opening).

«  Where no openings are present, no greater
than 6m spacing, or 8.5m where the conditions
outlined above are satisfied.

Control joint locations shall be specified by the
architect/client adhering to the above requirements.
Where control joints are not installed in accordance
with this specification it will cause the veneer
installation to become non compliant. Bowers

will not be responsible for any issues/failures (for
example, cracking) which may arise as a result of
failure to install control joints.

WWW.BOWERSBROTHERS.CO.NZ
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BRICK TIE INSTALLATION

All proprietary brick ties used in conjunction

with Bowers brick veneers must comply with the
requirements of AS/NZS 2699.1. The following
requirements apply to all brick ties on Bowers brick
veneers:

« Galvanised steel brick ties and screws in
accordance with AS/NZS 2699.1 shall be used
unless the building is within 500m of the high-
water mark of the sea (corrosion zone D), in
which case stainless steel grade 316 or 316L
products shall be adopted.

«  Screws, as specified by the proprietary tie
suppler, with a minimum length of 35mm shall
be used. If fixing through rigid air board the
screw length shall be increased to 40mm min.
Proprietary specified screws are typically 12g
type 17.

«  Brick ties are to have a minimum embedment
length (to the bed joint) of at least half the
width of the veneer.

«  Brick ties shall be placed with a slope of 5°
degrees down from the framing towards the
masonry.

- IBP Itd, EH Masons, MSL Ultimate brick ties or
equivalent are to be used.

« If masonry block or pre-cast panels are being
used to support the brick veneer, the tie fixings
must be ICCONS Strike Mushroom Head 5mm
x 38mm stainless steel (STMH05038SS) or
equivalent. Alternative fixings may be designed
by a suitably qualified engineer.

«  Where bricks are laid on a shelf angle, ensure
the first row of ties is not more than 300mm or
2 courses, whichever is smaller, from the shelf
angle.

- Atall sides of openings, or at unsupported
edges, including under an opening sill or at
the top edge of a panel, the first row of ties
shall be located no more than 300mm from the
unsupported edge or opening.

BOWERS

MASONRY




n SPECIFICATION - B1

Tie spacing requirements
«  Fixings to supporting structure; ties shall be fixed at the maximum spacings as per the following table:

Table 2 - Brick tie vertical spacing

Placement of Brick ties in Mortar Courses

Bowers Brick Product Studs at 600mm crs. Studs at 400mm crs.

Height of Brick

Standard brick 150mm Every 2nd course Every 3rd course
Classic brick 76mm Every 4th course Every 5th course
Plateau brick 150mm Every 2nd course Every 3rd course

Cadrona 190mm Every 2nd course Every 3rd course
10 series Half High 90mm Every 4th course Every 5th course

NOTE: Where the brick ties are fixed to a precast concrete or masonry wall, horizontal spacing of 400 or
600mm are to be used in accordance with table 2.

MASONRY BRICK IN-JOINT REINFORCEMENT

In-joint reinforcement where required by specific engineering design shall be steel hot-dipped galvanised
after fabrication or 316 stainless steel and shall be fully embedded within the mortar joint with a minimum
side cover of 15mm.

OPENINGS

Window and Door sills Lintels
Openings with brick veneer above shall be spanned

project plans otherwise) that the slope of sill by mild steel angel lintels, protected against
bricks should be 15 degrees achieved with corrosion in accordance with SNZ HB 4236;

mortar packing as per SNZ HB 4236. .

« Itisrecommended (unless detailed on the

For durability requirements 600g/m2 (85um

It is recommended that bricks overhang the
sills by 30-50mm with a +/- 5mm maximum
tolerance.

All window sills are to be consistent throughout
the project.

Provide flashing across the tops of all openings,
installation as per the requirements of SNZ HB
4236.

GIVE US A CALL TODAY!

average thickness) galvanised coating or 304
stainless steel can generally be adopted. For
sea spray zones 316 or 316L stainless steel is
to be adopted. An alternative of using hot-dip
galvanized with an epoxy powder coating to
NZS 3604 may also be considered within a sea
spray zone. Specific protection is required for
geothermal hot spots.

Where holes are cut after steel has been
galvanised, these are to be sprayed using ‘cold
galvanising’ spray for protection.

Lintels may be installed by the methods as
described below:

0800 207 374




SPECIFICATION - B1 u

Seated lintels

«  Lintels shall have at least 100mm of seating onto the veneer at each end of an opening for spans up to
2m, and 200mm at each end for spans greater than 2m.

«  Steellintels must be kept 20mm behind the front face of the brick veneer.

The following lintels may be used with this method:

Table 3 - Steel lintel sizes for the traditional method

Maximum Thickness of veneer (mm)

lintel span 70 90
(mm)

700 350
800 60x60x6L 60x60x6L 60x60x6L 60x60x6L 60x60x6L 80x80x6L

2000 60x60x6L 60x60x6L 60x60x6L 60x60x6L 60x60x6L 80x80x6L
2500 60x60x6L 80x80x6L 80x80x6L 80x80x6L 80x80x6L 80x80x6L
3000 80x80x6L 80x80x6L 125x75x6L 80x80x6L 80x80x8L 90x90x10L
3500 80x80x6L 80x80x6L 125x75x6L 80x80x8L 90x90x10L 125x75x10L
4000 80x80x6L 125x75x6L | 125x75x10L | 80x80x10L 125x75x6L 150x90x10L
4500 125x75x6L | 125x75x10L - 125x75x6L 125x75x10L -
4800 125x75x6L | 125x75x10L - 125x75x6L 125x75x10L -

Note: Size of angle, minimum steel grade 250MPa, equivalent or greater sizes in
stainless steel may be used where required. Table extracted from NZBC E2.

Shelf angle fixed to framing
Supporting lintel shall adhere to the following:

«  The steel is kept completely free of the brick at each end (total length of the shelf angle is 10mm less
than the width of the opening).

«  The timber/steel lintel that the shelf angle is being fixed to has been sized in accordance with NZS 3604
or specifically designed by a suitably engineer for a heavy cladding.

«  Where longer spans are required, torsion imparted on the lintel shall be considered in the design of
both the lintel and it’s fixings to the structure.

WWW.BOWERSBROTHERS.CO.NZ BOWERS
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n SPECIFICATION - B1

SHELF ANGLES

Shelf angles are NOT lintels and must not be relied on to span over any opening.
«  Shelf angles shall be direct-fixed to the supporting substructure or a timber/steel structural lintel.
«  The maximum height of veneer above a shelf angle shall be limited to 4m.

« Shelf angles and their associated fixings are to be assessed by a suitably qualified engineer. Shelf angles
are typically installed horizontally however they may be installed at up to a maximum slope of 60
degrees or less to the horizontal.

«  Shelf angles may be a mild steel angle grade 250MPa or a alternative material or system as per the
requirements of the engineer.

«  Thefixings back

The following table shall be used for the size of shelf angle:

Table 4 - Shelf angle sizing:

Shelf angle sizes (Galvanized)

Cavity Width (mm): Size of Angle (V x H x t), Min Grade 250MPa
40-55mm 75x100x6mm
60-75mm 75x125x6mm

Note: Equivalent or greater sizes in stainless steel may be used where required. The above angles are
orientated with the 75mm leg vertically against the substructure with M10 fixings at no greater than
400mm centres. M10 coach bolts or M10x75mm coach screws shall be adopted to suit the substructure.
Alternative fixing sizes and centres may be provided by a suitably qualified engineer, provided the
maximum 400mm crs is adhered to.

«  Where shelf angles are installed above a deck area, ensure there is a 35mm clearance under the angle.

+  Bricks may be laid directly onto the angle. Where bricks have been cut (as in the case with a sloping
angle), a 10mm mortar bed is recommended.

FLASHINGS

Flashings around all openings are to be designed and installed as per the standard details provided by
Bowers Brothers. These files can be accessed using the following links:

ARCHITECT FILES - BRICK VENEERS :@

JAM FLASHING SILL FLASHING
ALUMINIUM WINDOW JAMB :‘I@ ALUMINIUM WINDOW SILL :"@
HEADFLASHmG ......................................................................................................................................

\/

ALUMINIUM WINDOW HEAD LINTEL :@ ALUMINIUM SLIDING DOOR HEAD LINTEL :‘I@

GIVE US A CALL TODAY! 0800 207 374
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brick ties screw fixed to
framing - spacing to NZS
4210

40 - 75 mm veneer cavity

(BOmmmin —— Il

A
\

,— Bowers standard 70 Series brick veneer

recommended) rake out every third

wall underlay flap lapped /perpend for drainage
over flexible flashing (or -~

flexible flashing tape) flexible flashing bedded in

| __—— mortar joint, carry 150
mm min past jamb line

wall underlay turned into
framing reveal, flexible —| |
flashing tape at corners

internal lining \

air seal over backing rod ~|

flexible flashing tape to
// flashing upstand
lintel sized to suit opening

|, | — width and seated into
veneer each side

—_—

7=

| ———5 mmgap

[
head flashing with
architrave or slimline, stop-end extended to
detail edge of bricks
aluminium joinery profile
£
g FLASHING DIMENSIONS
w0
E
15 deg = . ig downturn on flashing over-folded
min ~  tofit tight against aluminium head

flange
10 mm kick-out

BOWERS BROTHERS
MASONRY VENEER

Aluminium Window Head - Lintel
Supported by Brick Alternative Solution

Dwg. No. BB-13 Dwg. Scale - 1:5

Bowers Technical Support:
technicalsupport@bowersbrothers.co.nz
www.bowersbrothers.co.nz

Disclaimer: This general detail and is intended as a guide for Bowers Brothers
Bricks and should not override any consulting engineers recommendations
for site specific locations. Bowers Brothers Concrete Ltd makes no warranty
regarding the use of this information with non - Bowers products.

WWW.BOWERSBROTHERS.CO.NZ
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wall underlay turned into

framing reveals, flexible

flashing tape to corners

brick ties screw fixed to

framing - spacing to NZS
/4210, ensure tie location

aligns with a stud
% flexible jamb flashing fix
| —over wall underlay, fit

over flexible sill flashiing

40 - 75 mm veneer cavity
(50 mm min

recommended) \‘\

internal lining \

air seal over backing rod

SR

l. Bowers standard 70 Series
\ brick veneer

N~ set out veneer to suit unit
— module and window
profile/flange

architrave or slimline
detail 1-2 mm gap to edge of
veneer

aluminium joinery profile

line of head flashing
extending to edge of /

veneer jamb

back edge of sill brick or
tile

BOWERS BROTHERS
MASONRY VENEER

Aluminium Window Jamb Alternative
Solution

Dwg. No. BB-15 Dwg. Scale - 1:5

Bowers Technical Support:
technicalsupport@bowersbrothers.co.nz
www.bowersbrothers.co.nz

Disclaimer: This general detail and is intended as a guide for Bowers Brothers
Bricks and should not override any consulting engineers recommendations
for site specific locations. Bowers Brothers Concrete Ltd makes no warranty
regarding the use of this information with non - Bowers products.

BOWERS
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intermittent
packing and window
support brackets as
Bowers standard 70 Series required
brick veneer

aluminium joinery profile

[ S

40 - 75 mm veneer cavity
(50 mm min recommendedT- I brick ties screw fixed to

air seal over backing rod .
wall underlay turned into

framing - spacing to NZS y . framing reveals, flexible

| —

L — 4210 ::ig:}rave i el flashing tape to sill
flexible flashing tape over / trimmer, turn up 100 mm
flexible flashing upstand H [ at trimming studs

20 mm gap \

Bowers sill brick (or sill tile)
with 15 deg slope D » ——

internal lining \
| — mortar joint, carry 200

| mm min past jamb line 40 - 75 mm veneer cavity

-— (50 mm min
recommended) \_\

/ (or additional layer wall

wall underlay turned into
framing reveals, flexible _|
flashing tape to corners underlay)
rake out every third
le—" perpend for drainage
internal lining \

air seal over backing rod

~— do not seal gap between
sill section and flashing

sill support bar
flexible flashing bedded in

flexible sill flashing to
~_ g

extend 200 mm past
\\jamb

lintel bolted to framing (to
specific engineering
design), stop angle 5 mm brick ties screw fixed to
short of opening width framing - spacing to NZS

=
'_\ 4210
15 x 15 mm aluminium .
|, Bowers standard 70 Series

angle drip bead (56 mm brick veneer

gap to window head)
m~ \ aluminium sliding door

N profile

H3.1 tilting fillet

T F

architrave or slimline uE
detail

line of veneer at jamb

BOWERS BROTHERS
MASONRY VENEER

BOWERS BROTHERS
MASONRY VENEER

Aluminium Sliding Door Head - Lintel Aluminium Window Sill Alternative Solution
Supported by Framing Alternative Solution

Dwg. No. BB-14 Dwg. Scale - 1:5
Dwg. No. BB-16 Dwg. Scale - 1:5
Bowers Technical Support:
technicalsupport@bowersbrothers.co.nz
www.bowersbrothers.co.nz

Bowers Technical Support:
technicalsupport@bowersbrothers.co.nz
www.bowersbrothers.co.nz

Disclaimer: This general detail and is intended as a guide for Bowers Brothers
Bricks and should not override any consulting engineers recommendations
for site specific locations. Bowers Brothers Concrete Ltd makes no warranty
regarding the use of this information with non - Bowers products.

GIVE US A CALL TODAY!

Disclaimer: This general detail and is intended as a guide for Bowers Brothers
Bricks and should not override any consulting engineers recommendations
for site specific locations. Bowers Brothers Concrete Ltd makes no warranty
regarding the use of this information with non - Bowers products.

0800 207 374




BRICKLAYING REQUIREMENTS:

Brick veneer general information

As masonry brick veneers are manufactured using
natural products, some variation in the shade/
colour, texture and size tolerations should be
expected.

Texture can be open and porous looking to smooth
and slick looking across the same batch. This is just
a natural occurrence in the manufacturing process.

Unusual discolouration patterns can be limited by
blending the bricks. Should there be any concern
regarding significant colour variation laying should
cease and the manufacturer contacted.

Bowers Midnight and Ironsands bricks should be
dry cut by the bricklayer to avoid slurry staining
from a wet cut.

These variations make up part of the inherent
beauty of brick.

Brick veneers for each job should come out of the
same batch and you should blend vertically from

at least three pallets to blend colour and texture
variations. The bricklayer should regularly step back
and view the laid product from a distance of 6.1m,
to check the blending is acceptable.

A“Batch”is deemed to be:
«  From which plant it is manufactured, &
«  The date of manufacture (this may be over

consecutive days due to manufacturing
limitations).

It is advised that you check the batch details on all
pallets prior to commencing installation in case
there has been a loading error from the yard or your
supplier. It is easier to remedy any issues before the
work has commenced.

WWW.BOWERSBROTHERS.CO.NZ
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It is also advised that you keep a copy of the batch
details in case you run short of product.

During transportation bricks may rub together on
the pallet. This can sometimes cause light rubbing
on the face of the bricks. Excessively rubbed bricks
should be discarded or used for cuts.

Be selective when laying the brick veneers - put
damaged or chipped bricks to one side and do not
lay them in highly visible areas i.e. near the front
door.

Chips of varying sizes may be evident on the

edges and corners of the bricks. Complete product
breakage may also occur during cartage, especially
on long distance haulage or during unloading.
These are an unavoidable part of distributing and
manufacturing any masonry product. Minor cracks
and chips can occur but are not recognised as brick
defects.

Due to the nature of bricks no two bricks are the
same and no brick is perfect when examined close-

up.

ASTMC90 has been adopted as the industry
standard for viewing brickwork from an aesthetic
standpoint — a workmanship quality standard is
achieved if imperfections, including chips, are not
visible when viewed from a distance, of not less
than 6.1m under diffused light as per ASTM C90.

ASTM C216-04 specifies that bricks must contain
less than 5% visible cracking when viewed from a
distance of 6.1m.

BOWERS
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ASTM C216-15 for a general-purpose face brick (FBS textured) basically has the following requirements:
«  Chips from the edge should not be deeper than 8mm
«  Corner chips should not be deeper than 13mm.

When all the length of the chips is added up, that the total does not exceed 10% of the perimeter of the
brick face (as an example, the accumulative lengths of the chips for a 230mm x 75mm brick shall not exceed
61mm).

It is important to discuss with the bricklayer the aesthetic look the client/architect is hoping to achieve with
the brick veneer and, if possible, include the bricklayer in the product selection process.

We strongly advise that all parties involved in the construction process (builder, brick layer & client) are made
aware of and have read the Brick & Block Layers Federation of New Zealand, Brick Veneer Best Practice Guide.
This is available at the following link:

BRICK VENEER BEST PRACTICE GUIDE :"@

A product laid is deemed to be a product accepted.

BRICK DELIVERY AND PROTECTION

The‘bricklayer’is responsible for checking that the correct bricks and quantity have been delivered to site,
that the quality of product delivered is acceptable and to ensure that all product is derived from a single
one batch number. Identification of potential issues, or quality of product regarding bricks supplied shall
be raised immediately with the project manager and is to be taken up with the supplier prior to laying any
bricks. Bowers do not accept responsibility for quality of brick once they have been laid.

All bricks supplied to site are to be suitably protected from adverse elements such as rain, dust and shall
be protected from other damage, such as impact such as not to damage the veneer or any bricks. Any
damaged veneer or bricks are to be replaced at the bricklayer’s expense.

WORKMANSHIP

All bricklaying is to be undertaken by a licensed trade professional with appropriate LBP (Licensed Building
Practitioner) or supervised by an LBP. The LBP will be responsible for the brick veneer, and for certifying that
the veneer meets all the requirements of this document and/or E2/AS1 and NZS 4210. Bricklaying shall be in
accordance with the design bond pattern.

INCLEMENT WEATHER

Laying of bricks shall not be undertaken in inclement weather conditions, this shall include, but not be
limited to adverse rain events, high winds and or when the air temperature exceeds 25 degrees Celsius and/
or hot drying winds are present. Newly laid brick veneer mortar must be properly cured for a minimum of
the first 24 hours and recommended for several days duration. Curing shall be by adding moisture to the
veneer in addition to protecting it from direct sunlight and drying winds.

GIVE US A CALL TODAY! 0800 207 374
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TOLERANCES
All bricks are to be laid within the tolerances given in table 2.2 of NZS 4210 (refer table 2.2 below).

Table 5 - Table 2.2 of NZS 4210; acceptable maximum tolerances for the brick veneer

BOWERS
MASONRY

Table 2.2 - Maximum Tolerances

Tolerances
Deviation from the position shown on plan for a building 15mm
more than one storey in height
Deviation from vertical within a storey 10mm per 3m of height
Deviation from vertical in total height of building 20mm
Relative vertical displacement between masonry courses
(@) Nominated fair face (one side only)
(b) Structural face 3mm
5mm
Relative displacement between loadbearing walls in 5mm
adjacent storeys intended to be in vertical alignment
Deviation from line in plan
(@) In any length up to 10m 5mm
(b) In any length over 10m 10mm total
Deviation of bed joint from horizontal
(@) In any length up to 10m 5mm
(b) In any length over 10m 10mm total
Average thickness of bed joint, cross joint, or perpend + 3mm on thickness
specified

NOTE -Tolerances shall not breach minimum cavity widths.

WWW.BOWERSBROTHERS.CO.NZ
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BONDING OF BRICKS

«  The bricks, unless otherwise specified, are to be
laid running bond unless otherwise specified.

«  All perpend joints are to be in vertical
alignment (+/- 5mm).

«  Stack bonding is not permitted in NZS 3604 and
NZS 4229, any ‘Stack-bonding’ requires ‘Specific
Design; refer to Bowers specifications S1,S2, &
S3 (as appropriate).

BLENDING OF BRICKS

+ Asiswell known by Architects and Builders
alike, the artistic, and aesthetic qualities of brick
wall panels are best achieved and enhanced
by paying attention to blending of bricks. This
may be achieved by selecting bricks into a
wheelbarrow at random along a heap of bricks,
thus “mixing” the bricks. To achieve maximum
blending effect in your wall panels, you should
work with 5 or 6 pallets packs at the same time,
taking from each packin turn.

+ Laying of bricks is to stop immediately if it
becomes apparent that these will run out
before completion. This will allow new bricks,
which may be from a different batch, to be
blended in properly.

GIVE US A CALL TODAY!

POST CONSTRUCTION
MAINTENANCE

«  As best practice, throughout its life exterior
concrete masonry will require:

« Annual exterior washing down — when washing
down use a low-pressure wash with natural
detergent added to the water and soft brush.

e DO NOT Clean using a high-pressure water
blaster.

«  Removal of organic growths - lichens and
mosses are cleaned by applying a proprietary
MOss remover.

From time-to-time unforeseen spillages and
staining can make its way onto your brickwork. The
removal of stains is not always easy, however by
following the guidelines outlined below, keeping
your brickwork clean need not be a problem:

STEP 1: Identify the type of stain;

STEP 2: Select the correct cleaning method;
STEP 3: Follow the recommended procedures.
Follow the written instructions as well as those
shown on the labels of any proprietary cleaners
used.

A good tip is to clean a small test area first to

ensure the cleaning method has worked to your
satisfaction.

{5 B VI ,ﬁu:‘ﬂ;';fﬂ-f}ﬁ" —_—
| fﬁ#r Ly ' ’:-{.-‘,il
*‘ . ¥ )

: 7l

T/

_' \f !'I-; H‘ i el
& “LFHI:E';-,

i

0800 207 374




SPECIFICATION - B1 ﬂ

EFFLORESCENCE (SALTING)*

Efflorescence is generally a“whitening”look on the
surface of the brick veneer. It can vary in appearance
from a thin hazy layer which is sometimes confused
as surface fading to a thick, calcified white crust. It is
a common phenomenon experienced in a variety of
degrees by all forms of product that has cement and
should be anticipated on any job.

Efflorescence occurs where excessive amounts of water
enters a veneer that has soluble salts present. When the
water evaporates, the salts are then deposited on the
surface of the veneer. Soluble salts can enter the veneer
from various sources:

«  Mortar components, particularly cement.

«  Soil orfillin contact with the wall.

«  Seaspray in coastal areas.

Bowers Brothers recommend that Veneer walls should
be protected or covered from inclement weather
during the construction process to avoid the walls
being saturated as this will promote efflorescence.

Persistent efflorescence may act as a warning sign
that water is entering the wall through faulty copings,
flashings or pipes.

Why do we get Efflorescence?

When the cement reacts with water Calcium Hydroxide is formed. The Calcium Hydroxide migrates to the
surface of the brick through capillary action and forms Calcium Carbonate when it encounters Carbon
Dioxide. The in-soluble Calcium Carbonate is essentially limestone.

Cleaning Efflorescence
The initial appearance of efflorescence (Primary) can be scrubbed off with a stiff plastic brush and some

detergent whilst it is still in its powdered form.

An alternative dry method is to brush the efflorescence loose and vacuum the deposit off and out of the
pores.

If efflorescence is left on the wall for a period of time and is allowed to calcify (Secondary), it is extremely
difficult to remove.

To remove Secondary efflorescence, will require an acid wash or acid alternative (such as Guardlt G.A.R.) and
should be done by a professional following the supplier’s recommendations.

*Some extracts from this section have been taken from www.bbfnz.co.nz “Brick Veneer Best Practice
Guide”,

WWW.BOWERSBROTHERS.CO.NZ
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SEALING THE VENEER

As with all Masonry products, to enhance the life and durability of the product, Bowers Brothers recommend
the use of a suitable exterior clear sealer.

Midnight and Ironsands bricks MUST be sealed to prevent fading, reduce the chance of efflorescence, and
enhance the appearance. The use of a tinted sealer will give an even greater depth of colour to black bricks.

Seal brickwork as soon as possible as per supplier’s recommendations.
Any Efflorescence should be removed before sealing.

Refer to the Technical Information Page in the Resources section of our website, for application details, click
the link below:

TECHNICAL INFORMATION 9@

INSPECTIONS AND COMPLETION:

It is the bricklayer’s responsibility to ensure that all flashings have been installed correctly, and
inspected, prior to being covered by the brickwork.

«  Ahalf-height inspection is to be called for at the appropriate times as the job progresses along with a
final inspection upon completion.

«  The veneer is to be ‘Certified’in the Record of Works, held by the appropriate building authority,
as compliant with the specification: B1 (Specific Design), upon completion by a Licenced Building
Practitioner for Bricklaying.

PLASTERING BOWERS VENEERS

Plastering should be done by a professional following the plaster supplier’s recommendations. Bowers
Brothers Concrete does not Warranty any secondary propriety system(s) being used over our Veneer System.

TECHNICAL SUPPORT (L) 0800207 374

Should you require any technical support technicalsupport@bowersbrothers.co.nz
on the Bowers Brick Veneer System, please
contact Bowers on: @ www.bowersbrothers.co.nz

GIVE US A CALL TODAY! 0800 207 374




SPECIFICATION - B1 a

ACEME

Building Code Clause(s) 81
PRODUCER STATEMENT — P51 — DESIGN ISSUE: 06
Gt afee on el AF Araduces Yaleprbnds o insliBe 51 oo se@inerneer s oepd
IBSUED BY: KIRE ROBERTS Consulting Ltd. PROUECT NO: 2020758

(Desgn Fitre
o Bawers Brothers Concrete Ltd
[y Deweloper]

TO BE SUPPLIED TO: Relevant Terntortal Authority

| Busiding Lol Sirhariy)

IN RESPECT OF: Three-storey stack bonded brick veneer specification as per the attached documentation
'BOWERS BRICK CLADDING SYSTEM — SPECIFICATION 53

iDescripivan of Buddng Worki

AT: Locations throughout New Zealand
M est]
We have been engaged by the owner/developer referred to above 1o provide Structural Engineering Design services m respect of
the reguirements of Clause(s] B81/VM1 of the Bullding Code for
all [] or rart anly [5] tas specified in the attachment 1o this statement), of the proposed building werk

The design carried out by us has been prepared in accardance with:

Er_umpllance Dotuments issuad by the Ministry of Business, Innovation & Employment BLAYMI1 or
pwerication mathos | acoectable siurion)

[ siternative selution as per the attacked schedule: E2/AS1 Masonry

The proposed building work covered by this producer statement is descrived on the attached specification titled
‘BOWERS BRICK CLADDING SYSTEM — SPECIFICATION 53 revB’ and dated 31* March 2021

On behalf of the Design Firm, and subject to:

(i} Al proprietary prodicts meeting their performance specification requirements

{i}) Upto'Extra High' wind 1ong in accordance with NES3604: 2011,

(i) Maximum site sie hazard factor 2 = 0.4 in accordance with NZS1170.5: 2004

{iv) Structiural design loads are based on a 50 year design Iife and Importance Level 2 structure {normal
structures and structures not in ather importance levels] as defined in AS/NZS 1170.0 2004 clagse 3.3.

(v} Compliance with pre-requisite documents '"BOWERS BRICK CLADDING SYSTEM = SPECIFICATION B1, 51, & 52

[wil Unless specifically noted, all structural elements must comply with the relevant New Zeatand design code
such as NZS 3604, NZS 4229, NIS 2699, NZS 4210, and NZS HB 4236,
These elements Include, but are not limited to: brick ties, mortar strength, brick strength, and bond between
the brick and martar. )

[wir) Bowers Brathers brick products shall be manufactured to the requirements of N25 4455,

{wiil] This certificate does not cover weather-tightness, nor the stability, sultability or potential liquefaction of the
site.

{ix} This Froducer Statement is valid fior a building consent issued within 1 year fram the date of issue.

(%} Inspections of the building are to be undertaken by the Bullding Consent Autherity (council).

| believe on reasonable grounds that a) the building, if constructed in accordance with the drawings, specficatons, and other
documents provided or listed in the attached schedule, will comply with the relevant provisions of the Bullding Code and that b, the
parsans who ave underlaken the design hawve the necessary competiency 1o do so. [ also recammend the foBlowing level of construction
romtoring/ebsenation: [Refer note above)

Cemit Cemiz Bloss CJows [JoMS wogneseg compsmn o [ a5 per agreement with owner/develapsr s

|, Craig Allan Manssen am: [£]cPEng 161576 #
Mg &f Dirsagr Pechiipaomal]

OregArch e H

| am a Member of: [Z] Enginpering New Zealand  [T]Mi1a and hotd thee fallowing qualifications: B.E.[Hans), CMEngNZ, CPEng
The Design Firm issuing this statement holds a current policy of Professional indemnity Insurance ne less than 5200,000°.
The Design Firm is a member of acenz: 5

SIGNED BY Craig Allan Manssen ON BEHALT OF Kirk Roberts Consulting Engineers Lid.

a - Ceeiigr: Vo
W e
Date: 1% April 2026 (signature] ... Lar ' i i S
Nate: This starement sholl only be setied upan by the Gullding CoSe iny ruamved it Liobaliry ey this SRvement aoorses o the Design fivm oy, The

oo moaimum ot of domoges papable ariimg from bhes shatement ead all olher Sotemments oroviced o the Bwliding Consent Authorily in relation (o this
Dulding wonk, whether i confroart, toel of obheradse (including neghgence), o imited o the sum of $200.0007

This farm is ta accompany Form 2 of the Building (Forms) Regulations 2004 for the application of a Building Consent
T PR AT [TE CLADITICNS ARE COPYRGHT T0 ACTME. FRGHITA NG KW TTALAND AND KT
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SPECIFICATION - B2 a

GENERAL

The following is a specification used for the construction of two-storey, running-bonded brick veneers.

«  This document presents an ‘Alternative Solution’ to E2/AS1 applicable when Bowers concrete bricks, as
mentioned in this document, are used as a masonry brick veneer.

«  Thisdocumentisto bereadin accordance with the prerequisite Bowers brick cladding system specification
B1. Items not covered in this specification must comply with the specific design bricklaying specification
for Bowers concrete bricks, Specification B1.

Should a requirement in this document conflict with B1, this specification, Specification — B2, is to apply.

DESIGN LIMITATIONS

The designer shall ensure that Bowers brick veneer detailing, as presented within the Building Consent
Plans and Specifications, complies with all aspects of this ‘Specific Design Specification’ Plans submitted for
Building Consent must be clearly marked and identify the use of Bowers brick veneers as follows;

“Bowers Running Bonded Brick Cladding System - Specification B2 - no substitution”

«  The Bowers two-storey running-bonded brick veneer shall be subject to the limitations outlined in
Specification B1, with the following exceptions:

« Upto a 3kPa floor loading.
« A maximum of two-storey construction.

«  Limited to a maximum calculated risk score of 20 in accordance with NZBC Acceptable Solution E2/AS1
Table 2.

«  Where timber studs are used as the support structure, a maximum stud spacing of 400mm shall apply.

«  Maximum veneer height of veneer above adjacent finished ground level of 7.5m for straight vertical
panels and extended to 10.0m at the apex of a gable end or a pier of no more than 1.0m width.or a pier
as defined in this document.

WWW.BOWERSBROTHERS.CO.NZ BOWERS
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m SPECIFICATION - B2

BRICKS

This specification is only applicable to the following brick types manufactured by Bowers:

Table 1 - Bowers - Bricks applicable to this specification

Bricks applicable to this specification

Weight (kg)

Bowers Brick . » . )
Product Size (LxHxW) No/m Per brick Weight (kg/m?)
Standard brick 220x 150 x 70mm 27.2 44 130
Classic brick 230x 76 x 70mm 48.0 2.2 125
Plateau brick 450 x 150 x 70mm 13.6 7.7 150
Cadrona 390 x 190 x 90mm 125 10.8 150
10 series Half High 390 x 90 x 90mm 25.0 4.1 120
BRICK VENEER CONSTRUCTION BOWERS
. . MASONRY
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GENERAL VENEER GABLE END PIERS / RETURNS

Figure 1 - Maximum Veneer Heights for two-storey half-bonded construction

Wall Panels Gable Ends and Piers

«  Brick wall panels may be laid to a maximum - Gable end wall panels may be laid to a maximum
height of 7.5m without the addition of shelf height of 10m.
angles or slip joints. «  Brick piers, of maximum width not exceeding

1m in width and not supporting loads from lintel
shelf angles are not to exceed 10m in total height.

GIVE US A CALL TODAY! 0800 207 374




SPECIFICATION - B2 a

SUPPORTING STRUCTURE

The supporting structure shall be timber framed construction in accordance with NZS 3604, concrete block/
precast in accordance with NZS 4229 or light structural framing in accordance with NASH Standards part 1
and 2. Alternatively, or where support structure deviates from these codes a specific engineering designed
supporting structure may be adopted. Supporting structure to be designed and detailed by a suitably
qualified engineer.

BRICK CAVITY

The cavity shall comply with the requirements noted in Specification B1.

BRICK TIE INSTALLATION

Brick ties shall comply with the requirements noted in Specification B1, with the exception of the spacing
requirements outlined below:

Brick tie spacing

Brick ties are to be fixed to supporting structure at a maximum horizontal spacing of 400mm, and vertically
depending on the height of the brick as per table below. The upper most line of ties shall be installed at the
first mortar bed joint below the top of the wall.

Table 2 - Brick ties spacing

Placement of Brick ties in Mortar Courses

Bowers Brick Product Height of Brick Studs at 400mm crs.
Standard brick 150mm Every 2" course
Classic brick 76mm Every 3 course
Plateau brick 150mm Every 2" course
Cadrona 190mm Every 2" course
10 series Half High 90mm Every 3 course
JOINT REINFORCEMENT

+ Install one row of bed joint reinforcement at 4m + 100mm above the bottom course.
+ Install further rows of bed joint reinforcement, spaced 800mm + 100mm apart, above this level.
«  Bedjoint reinforcement is to be placed in mortar joints that do not contain brick ties.

«  Bed joint reinforcement to be MASONS 4.0mm Bricklock STR and CNR galvanised or stainless-steel joint
reinforcement or equivalent, as appropriate for the site exposure zone (refer NZS 3604).

«  Where a gable exists on top of the veneer panel, install a further two rows of bed joint reinforcement, at
the same spacing, into the gable.

«  Bed joint reinforcement is not required within piers above the veneer panel.

WWW.BOWERSBROTHERS.CO.NZ BOWERS
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a SPECIFICATION - B2

LINTELS

Lintels shall comply with the requirements noted in
Specification B1, with the following exceptions:

Seated lintels may only be used over openings in
the upper level of a two-storey building.

Seated lintels may not be used over a skirt roof
(use of seated lintels over an opening above a
skirt roof is permitted).

BOWERS

HORIZONTAL

MASONRY
SHELF ANGLE
s
£
E Shelf
/‘ angle
N

SHELF ANGLES

Inadditiontothe requirementssetoutin Specification
B1, shelf angles may be installed above skirt roofs.

The architect/engineer is to ensure an adequate
support structure for fixing of the shelf angle.

The maximum veneer panel height above a shelf
angle over a skirt roof is to be 4m, measured as
shown in Figure 2 below.

SLOPING MASONRY
SHELF ANGLE
E Shellf
£ angle
<
)ﬁ

Figure 2 - Shelf Angles - diagram sourced from Brick & Paver Manufacturers association

TECHNICAL SUPPORT

Should you require any technical support
on the Bowers Brick Veneer System, please
contact Bowers on:

(\,) 0800207 374

technicalsupport@bowersbrothers.co.nz

www.bowersbrothers.co.nz

GIVE US A CALL TODAY!

0800 207 374




SPECIFICATION - B2
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ACEMZ
Fuilding Code Clausefs) 21
PRODUCER STATEMENT — P51 — DESIGN ISSUE: 06
(Sadsnce om usk OF Producen STelemey i aelaizbe 8 g eofimeineL ol
ISSUED BY: KIRK ROBERTS Consulting Lid. PROJECT NO: 2020758
[ Fiared
TO: Bowers Brathers Concrete Lid
|Gy e |

TO BE SUPPLIED TO: Relevant Territorial Authority

Elsldinig Conbert Marthonty|

IN-RESPECT OF: Two-storéy running bonded brick veneer specification as per the attached documentation
BOWERS BRICK CLADDING SYSTEM — SPECIFICATION B2

| estrighapn of Saridng Work]

AT: Locations throughout New Zealand
Ihdaeree|
‘We have been engaged by the owner/devéloper referred Lo above to provide Structural Engineering Design services in respect of
the requirements of Clause{s] B1/VM1 of the Building Code for
Al E] or Fart only E [as specified in the attachment 1o this statement), of the proposed building work,

The design carried out by us has been prepared in accordance with:
[E] compliance Bocuments issued by the Ministry of Business, Innovation & Employment BLAMI o

Prarificabon methed | sccepiable sodution]
[ alrermative solution as per the attached schedule:

The propased building work covered by this producer statement is described on the attached specification tithed
‘BOWERS BRICK CLADDING SYSTEM — SPECIFICATIOMN B2 revB’ and dated 317 March 2021

On behalf of the Design Firm, and subject to:

{i1 Al proprietary products meeting thesr performance specification requiremants;

Lii} Up to "Extra High® wind zone ih accordance with N25S3604: 2011,

(inh Maximum site site hazard factor Z = 004 in accordance with MZ51170.5; 2004

{iv) Structural design loads are based on 4 50 year design life and Importance Level 2 structure [normal
structiures and structures not i other impartance levels) a5 defined in AS/NZS 1170.0 2004 clause 3.3,

iv) Compliance with pre-requisite document "BOWERS BRICK CLADDING SYSTEM —SPECIFICATION B1°

[viy Uniess spacificaily noted, all structurdl elements must comply with the redevant New Zealand design code
such as MZS 3804, NZ5 4229, NZS 2699, NZS 4210, and NZS HB 4236,
These elaments include, but are not fimited to- brick ties, mortar strength, brick strength, and bond between
the brick and mortar,

{wii} Bowers Brothers brick products shall be manufactured to the requirements of NZS 4455,

[viii) This certificate does not cover weather-tightness, nor the stabllity, suitability or petential liguefaction of the
site.

fix} This Producer Statement is valid for a bullding consent issued within 1 year from the date of issue.

{x) Inspections of the building are to be undertaken by the Building Consent Authority (cowncil).

| befieve on reasonable grounds that a) the building. if constructed in accordance with the drawings, specifications, and other
documents provided or fisted in the sttached schedule, will comply with the relevant provisions af the Building Code and that &), the
persons who have undertaken the design have the nocessary competency to do 4o, | also recommiend the falloweng level of construction
monitaring/obsenation: [Refer note abowve)

Dlemn [enz Bonas [Jonts [JOMS supremngcnspones of [] s per agreement with owniefdeselopes usssmees

I, Craig Allan Manssen am: [ElcrEng 161576 #
[ Mo o D™ Profiriaaal]
ClReg Areh cicinianniisines o

1am a Member of: [ Engineering New Zealand  [JNZIA and hold the faliewing qualificatians: B.E{Hons), CMEngNZ, CPEng
The Design Firm issulng this statement holds a current policy of Professional indemnity Insurance no fgss than $300,000%,
The Deslgn Firm is a momber of ACENZ: [
SIGNED 8Y Craig Allan Manssen O BEHALF OF Kirk Roberts Consulting Engineers Lid.
e %— [ |Darnign Fires)

e B -
Duibe: 1% Aprdl 2026 (signature]...... = _m_s;:‘:m. e M
Mote This shatement shall only be reded Loon by the Bulding Content Autforty named chove. Lintdiy under this stalement gocrues fo the Desgn Fem ande. The
totol manmyum omoewnt of domoges poyahic orising fram this sictement and ol obher sfosemenis provided to the Budiding Compeat Author(ty in refntiar o This
buifdng wowk, whether ia controct, fort arothervwdse (inchuding meglpencel. it fimined fo ithe fum of 5J00,000°

This form is 90 accompany Form 2 of the Bullding (Forms) Regulations 2004 for the application of a Building Consent
THES PR AND 15 CONIRTIONS AL CORPYRAGHT TO ACEWE. ENGINEERSVE NEW EEALAND ANE hI
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SPECIFICATION - B3 a

GENERAL

«  Thefollowing is a specification used for the construction of three-storey, running-bonded brick veneers.

«  This document presents an ‘Alternative Solution’to E2/AS1 applicable when Bowers concrete bricks, as
mentioned in this document, are used as a masonry brick veneer.

«  This document is to be read in accordance with the prerequisite Bowers brick cladding system
specification B1 & B2. Items not covered in this specification must comply with the specific design
bricklaying specification for Bowers concrete bricks, Specification B1.

«  Should a requirement in this document conflict with either B1 or B2, this specification, Specification B3,
is to apply.

LIMITATIONS

The designer shall ensure that Bowers brick veneer detailing, as presented within the Building Consent
Plans and Specifications, complies with all aspects of this ‘Specific Design Specification’ Plans submitted for
Building Consent must be clearly marked and identify the use of Bowers brick veneers as follows;

“Bowers Running Bonded Brick Cladding System - Specification B3 - no substitution”

The Bowers three-storey running bonded brick veneer shall be subject to the limitations outlined in
Specifications B1 and B2, with the following exceptions:

«  Upto a 3kPafloor loading.
« A maximum of three-storey construction.

«  Limited to a maximum calculated risk score of 20 in accordance with NZBC Acceptable Solution E2/AS1
Table 2.

«  Where timber studs are used as the support structure, a maximum stud spacing of 400mm shall apply.
Specific design of supporting structure for the upper level, beyond the limitations of NZS 3604 shall
apply.

«  Maximum veneer height of veneer above adjacent finished ground level of 10.0m for straight vertical
panels and extended to 12.0m at the apex of a gable end or a pier of no more than 1.0m width.

« Installation of a mid-wall shelf angle at 6.0m, or at the structural floor level of the third storey floor
(whichever is smaller), in accordance with Figure 2.

«  Maximum veneer height of 10.0m for straight vertical panels and 12.0m to the apex of a gable or a pier
as defined in this document, in accordance with Figure 1.
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m SPECIFICATION - B3

BRICKS

This specification is only applicable to the following brick types manufactured by Bowers:

Table 1 — Bowers - Bricks applicable to this specification

Bricks applicable to this specification
Weight (kg)

Bo‘l:’,vrirjuBc:'Ck Size (LxHxW) No/m? Per brick Weight (kg/m?)
Standard brick 220 x 150 x 70mm 27.2 44 130
Classic brick 230 x 76 x 70mm 48.0 2.2 125
Plateau brick 450 x 150 x 70mm 13.6 7.7 150
Cadrona 390 x 190 x 90mm 12.5 10.8 150
10 series Half High 390 x 90 x 90mm 25.0 4.1 120

Note: Table 1 includes a 4% allowance for wastage in the number of bricks per m2, for ordering purposes

BOWERS
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Figure 1 - Maximum Veneer Heights for three-storey running-bonded construction
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Cut rebate into bottom to form pistol brick

Bed joint under pistol brick to be 2mm
greater than standard bed joints

L

Provide flexible sealant to joint

DO NOT use mortar

Figure 2 - Recommended hidden shelf angle detail

1 A
A
4
Gable Ends and Piers

Wall Panels

The bricks may be laid in one panel to a maximum
height of 10m.

Above 6m, or at the structural floor level of the
third storey floor (whichever is the lesser), a mid-
wall shelf angle is to be installed in accordance
with detail 2.

The shelfangleis to be installed at all areas where
the veneer panel extends above 6.0m, except
where this is a gable or pier in accordance with
specification B2.

The bed joint under the shelf angle is to be fill
with a suitable flexible sealant, NOT mortar.

The veneer panels below 6m are to be installed
in accordance with specification B2.

WWW.BOWERSBROTHERS.CO.NZ

The brick veneer can be laid to a maximum
height of 12m with a gable end.

A pier is defined as a brick panel not exceeding
Tm in width and not supporting a brick steel
lintel in any way. A pier must not exceed 12m in
height.
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a SPECIFICATION - B3

SUPPORTING STRUCTURE

«  The supporting structure shall be timber framed construction in accordance with NZS 3604, concrete
block/precastin accordance with NZS 4229 or light structural framing in accordance with NASH Standards
part 1 and 2. Alternatively, or where support structure deviates from these codes a specific engineering
designed supporting structure may be adopted. Supporting structure to be designed and detailed by a
suitably qualified engineer.

BRACING

Bracing requirements of walls shall be calculated using the prescribed tables in NZS 3604, or where the
building falls outside of the limitations of this code, by a suitably qualified engineer.

BRICK CAVITY

The cavity shall comply with the requirements noted in Specification B1.

BRICK TIE INSTALLATION

Brick ties shall comply with the requirements noted in Specification B1 with the exception of the spacing
requirements outlined below:

Brick tie spacing

Brick ties are to be fixed horizontally to supporting structure at a maximum spacing of 400mm, and vertically
depending on the height of the brick as per table below. The upper most line of ties shall be installed at the
first mortar bed joint from the top of the wall.

Table 2 - Brick ties spacing

Placement of Brick ties in Mortar Courses

Bowers Brick Product Height of Brick Studs at 400mm crs.
Standard brick 150mm Every 3™ course
Classic brick 76mm Every 2" course
Plateau brick 150mm Every 3™ course
Cadrona 190mm Every 2" course
10 series Half High 90mm Every 3™ course
JOINT REINFORCEMENT

+ Bed joint reinforcement below the mid wall shelf angle is to comply with the requirements set out in
specification B2.

«  Above the mid-wall shelf angle, install one row of bed joint reinforcement, in the bottom bed joint of the
panel.

+ Install further rows of bed joint reinforcement, spaced 800mm + 100mm apart above this level, including
into gables where required.

« Bedjoint reinforcement is not required within piers above the veneer panel.

+ Install a final row of bed joint reinforcement in the

GIVE US A CALL TODAY! 0800 207 374




SPECIFICATION - B3 a

LINTELS
Lintels shall comply with the requirements noted in Specification B1, with the following exceptions:
«  Seated lintels may only be used over openings in the second and third level of a three-storey building.

«  Seated lintels may not be used over a skirt roof (use of seated lintels over an opening above a skirt roof
is permitted).

SHELF ANGLES
In addition to the requirements set out in Specification B1, shelf angles may be installed above skirt roofs.
«  The architect/engineer is to ensure an adequate support structure for fixing of the shelf angle.

«  The maximum veneer panel height above a shelf angle over a skirt roof is to be 4m, measured as shown
in figure 3 below:

HORIZONTAL BOWERS . SLOPING RO Gy
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Figure 3 - Shelf Angles - diagram sourced from Brick & Paver Manufacturers association

TECHNICAL SUPPORT (L) 0800207 374

Should you require any technical support technicalsupport@bowersbrothers.co.nz
on the Bowers Brick Veneer System, please
contact Bowers on: www.bowersbrothers.co.nz
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Duilding Code Clause|s) 81
PRODUCER STATEMENT - P51 - DESFGN ISSUE: 06
iaktre on e of Produoor Staiemerds is avallabie o weey s
BSUED BY: KIRK ROBERTS Consulting Ltd. PROJIECT NO: 2020758

Piraign i)
TO: Bowers Brothers Concrete Ltd
plmner Develoe |

TO BE SUPPLIED TO: Refevant Territorial Authority

[Fusddng Cynagert Authgrnty)

IN RESPECT OF; Three-storey running bonded brick veneer specification as per the attached documentation
'BOWERS BRICK CLADDING SYSTEM = SPECIFICATION B3
Descriptron of Ssdng Workh

AT Locations throughout Mew Zealand
(hddr sl
We have been engaged by the owner/developer referred 1o above to provide Structural Engineering Design services in respect of
the reguirements of Clavsels)  BLAYMI of the Building Code for
All D or Part anly E [as specified in the attachment to this statement], of the proposed building work.

The design carried out by us has been prepared in accordance with:
[£] comipliance Dacuments issued by the Ministry of Business, Innovation & Employriont BLAMYL or

e atinn Fobthes | sctpetable palouas]
D.ﬁltematlme sofution as per the attached schedule:

The preposed building work covered by this produces statement is described on the attached specification titled
‘BOWERS BRICK CLADDING SYSTEM = SPECIFICATION B3 revB’ and dated 31st March 2021

On behalf of the Design Firm, and subject 1o

(i} Al proprictary preducts meeting their performance specification requirements.

(i) W to "Extra High' wind zone in accordance with NZ53604: 2011,

{lir) - Miaxirmum site site hazard factor Z = 0.4 in accordance with NZS1170.5: 2004,

{iv) Structural design loads are based on a S0 year design life and Importance Level 2 structure (normal
structures and structures not in other importance levels] as defined in AS/NZS 1170.0 2004 clause 3.3,

[v] Compliance with pre-requisite documents ‘BOWERS BRICK CLADDING SYSTEM —SPECIFICATION B1, & B2

[wi) Unlessspecificaliy noted, ail structural elements must comply with the relevant New Zealand design code
such as NZS5 3604, NZS 4229, NIS 2699, NZ5 4210, and N25 HB 4236,
These elements include, but are nat limited to: brick ties, mortar strength, brick strength, and bond between
the brick and mortar.

(vii) Bowers Brothers brick products shall be manufactured to the requirements of NZS 4455,

[vi) This certificate does not cover weather-tightness, nor the stability, sultability or potential liguefaction of the
site.

[ix) This Producer Statement is valid for 3 building consent issued within 1 year from the date of issue.

[x] Inspections of the building are to be undertaken by the Building Consent Authority [council).

| believe on reasonable grounds that a) the bwiding, IF constructed in accordance with the drawings, specifications, and other
documents provided or listed in the attached schedule, will comply with the relevant provisions of the Building Code and that b), the
parsons who have undertaken the design have the necessary competency to do so. 1 also recommend the following level of construsction
miohitoringfobservation: [Reler note abone}

DLMI DEM? Eﬂhﬂ DEMI!- DEME [Brgpearnt o Ll mgm | DT D @ peragreement with cwnerfdeveloper esisies

I Craig Allan Manssen am: Elcreng 161576 #

(M ah Dinlgry Prohs paiarl|

[CJreg rch i s E

I i a Member of: [ enginsering New Zealand  [CINZia and hald the following qualifications: B.E.[Hons), CMEngNZ, CPEng
The Design Firm issuing this statement holds a current policy of Professianal Indemnity Insurance na less than $200,000*
The Design Firm is a member of ACENZ: [=]

SIGNED BY Cralg Allan Manssen ON BEMALF OF Kirk prun*.s Consulting Engineers Ltd.

= s o
',A‘[,_..._ e
Date: 1™ April 2026 (signaturel...... " = e e ol
Nate; The :ra:rrr.-m:iml'mlybrmmhyfmm-hmgrﬁrrw urhority named shawe. [iabiliy uader this stabement aorrues to the Design Fem anly. The
P! sraanrrivr tamaund of dommpes payaive arsing froem this sfotermenl and aff ather sfolemenls pecded to The Baliling Consenr Authordy i relnbon et
tuaildirg work, whether in confiocd, rof of alberwsse [ncuding neghigence | i iimied o te som off $200 000

This form is to accompany Form 2 of the Bullding (Forms) Regulations 2004 for the agplication of a Building Consent,

Tk FORBA AMD (7S COMENTIONS, SRE COPYRRET 1O ACERT, ERGavifh m ni'w DEALAN D AND M
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a SPECIFICATION - S1

GENERAL

The following is a specification used for the
construction of single-storey, stack-bonded brick
veneers.

«  This document presents an ‘Alternative Solution’
to E2/AS1 applicable when Bowers concrete
bricks, as mentioned in this document, are used
as a masonry brick veneer.

« Thisdocument is to be read in accordance
with the prerequisite Bowers brick cladding
system specification B1. Items not covered in
this specification must comply with the specific
design bricklaying specification for Bowers
concrete bricks, Specification B1.

Should a requirement in this document conflict with
B1, this specification, Specification S1, is to apply.

BRICKS

LIMITATIONS

The designer shall ensure that Bowers brick veneer
detailing, as presented within the Building Consent
Plans and Specifications, complies with all aspects of
this ‘Specific Design Specification’ Plans submitted
for Building Consent must be clearly marked and
identify the use of Bowers brick veneers as follows;

“Bowers Stack Bonded Brick Cladding System -
Specification S1 - no substitution”

The Bowers single storey stack bonded brick veneer
shall be subject to the limitations outlined in
Specification B1, with the following exceptions:

«  Bricks must be laid in a stack bond pattern.

«  Where timber studs are used as the support
structure, a maximum stud spacing of 400mm
shall apply.

This specification is only applicable to the following brick types manufactured by Bowers:

Table 1 - Bowers bricks applicable to this specification

Bowers Brick Size (LxHXW)

Product

Bricks applicable to this specification

Weight (kg)

2
No/m Per brick

Weight (kg/m?)

Standard brick 220 x 150 x 70mm 27.2 44 130
Classic brick 230 x 76 x 70mm 48.0 2.2 125
Plateau brick 450 x 150 x 70mm 13.6 7.7 150

Cadrona 390 x 190 x 90mm 12.5 10.8 150
10 series Half High 390 x 90 x 90mm 25 4.1 120

Note: Table 1 includes a 4% allowance for wastage in the number of bricks per m2, for ordering purposes

GIVE US A CALL TODAY!

0800 207 374




SPECIFICATION - S1

BRICK VENEER CONSTRUCTION
SUPPORTING STRUCTURE

«  The supporting structure shall be timber framed construction in accordance with NZS 3604, concrete
block/precast in accordance with NZS 4229 or light structural framing in accordance with NASH
Standards part 1 and 2. Alternatively, or where support structure deviates from these codes a specific
engineering designed supporting structure may be adopted. Supporting structure to be designed and
detailed by a suitably qualified engineer.

BRICK CAVITY

The cavity shall comply with the requirements noted in Specification B1.

BRICK TIE INSTALLATION

Brick ties shall comply with the requirements noted in Specification B1, with the exception of the spacing
requirements outlined below:

Brick tie spacing

Brick ties are to be fixed to supporting structure at a maximum horizontal spacing of 400mm, and vertically
depending on the height of the brick as per table below. The upper most line of ties shall be installed at the
first mortar bed joint below the top of the wall.

Table 2 - Brick ties spacing

Placement of Brick ties in Mortar Courses

Bowers Brick Product Height of Brick Studs at 400mm crs.
Standard brick 150mm Every 3™ course
Classic brick 76mm Every 2" course
Plateau brick 150mm Every 3™ course
Cadrona 190mm Every 2" course
10 series Half High 90mm Every 3 course
JOINT REINFORCEMENT

«  Bed joint reinforcement shall be installed in bed joints spaced at 800mm crs + 100mm (depending on
the brick height) over the height of the veneer.

« Bedjoint reinforcement to be MASONS 4.0mm Bricklock STR and CNR galvanised or stainless-steel joint
reinforcement, as appropriate for the site exposure zone (refer NZS 3604).

«  Bedjoint reinforcement is to be placed in mortar joints that do not contain brick ties.

Due to the wide variety of designs, location of windows, panel widths, roof configurations etc,, it is not
practical to be more specific where consideration should be given to installing joint reinforcement.
However, the following rules should be applied:

«  Bed joint reinforcement to be installed within 350mm or the top and bottom of the panel.

+  Bed joint reinforcement to be installed within 175mm of head and sill of window/door openings,
extending minimum of 2 bricks into the adjacent brick panel.

WWW.BOWERSBROTHERS.CO.NZ BOWERS
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B SPECIFICATION - S1

SHELF ANGLES & LINTELS

All shelf angles/lintels used for single storey stack-bonded wall veneers are to comply with the relevant
sections in Specification B1.
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Figure 1 - Shelf Angles - diagram sourced from Brick & Paver Manufacturers association

TECHNICAL SUPPORT (L) 0800207374

Should you require any technical support technicalsupport@bowersbrothers.co.nz
on the Bowers Brick Veneer System, please

contact Bowers on: www.bowersbrothers.co.nz

GIVE US A CALL TODAY! 0800 207 374
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enzhute of Archiiects
e porated

THEW PERLATK MCEMZ
Builging Cooge Clause(s) B1
PRODUCER STATEMENT —PS1 - DESEEN ISSUE: 06
fEndance oo usg o Procage Satements i3 avsdlable ot wors gig LT
ISSUIED BY: KIRK ROBEATS Consulting Lid, PROJECT NC: 2020758
(Eesgn Famj
TO: Bawers Brothers Concrete Ltd
I D Developor]

TO BE SUPPLIED TC: Felevant Territorial Authority

\Busiging Conperd Authoriy)
IN RESPECT OF: Single storey stack banded brick veneer specification as per the attached documentation

‘BOWERS BRICK CLADDING SYSTEM = SPECIFICATION 51°

Dt o of Bulding Work)

AT: Locations throughout New Zealand
[Pcioirwss]

We have been engaged by the owner/developer referred to above to provide Structural Engineering Design services in raspect of
the requitements of Clausels) B1/M1 of the Buiding Code for
Al ] or Part only [£] (as specified in the attachment ta this statoment), of the groposed bullding work.

The design carried out by us has been prepared in accordance with
B compliance Documents issued by the Ministry of Business, Innovation & Employment BLAVMIL or

Peerification method f acoepaable sohutiony
D Alternative solution as per the attached schedule:

The proposed building work covered by this producer statement is described an the attached specification titled
‘BOWERS BRICK CLADDING SYSTEM — SPECIFICATION 51 revB" and dated 31* March 2021

On behalf of the Design Firm, and subject 1o

{i} Al proprietary products meeting their performance specification requirements.

(i} Up to Extra High' wind zone in accordance with NZS3604: 2011,

(it Maximum sive site hazard factor Z = 0.4 In accordance with NZS1170.5: 2004,

[} Structural design loads are based on 2 50 year design life and Importance Level 2 structure {narmal
structures and structures not in other importance levels] as defined in AS/NZS 1170.0 2004 clause 3.3,

(v} Compliance with pre-requisite document *BOWERS BRICK CLADDING SYSTEM - SPECIFICATION B1'

i) Unbess specifically noted, all structural elements must comply with the relevant New Zealand design code
such a5 MZ5 3604, NZ5 4229, N2S 2699, NZ5 4210, and NZ5 HB 4236,
These elements incude, but are not limited to: brick ties, mortar strength, brick strength, and bond between
the brick and mortar.

{wil] Bawers Brothers brick peaducts shall be manufactured to the requirements of NZS 4455,

{wil] This certificate does not cover weather-tightness, nor the stability, suitability or potential liquefaction of the
site,

(i) This Producer Statement is valid for a building consent isswed within 1 vear from the date of issue.

{#1 Inspections of the bullding are ta be undertaken by the Building Consent Authority (council).

| believe on reasonable grounds that a} the bulding. o constructed in acoordance with the drawings, specifications, and: other
documents provided or listed In the attached schedule, will comply with the relevant provisions of the Building Code and that b), the
persans who have undertaken the dosign have the necessary competency 1o do a. | also recemmend the fallowing level of construction
manitering/obsenration: (Refer note above)

Oewtr Ocmz Boraa Temta [IOMS ingreeng cogea o7 [ 25 per agreement with ewner/develaper whser

I, Craig Allan Manssen am: [CPEng 161576 #

[Mame af Dexign Professianall

DR&; 7Ty e R SR

t'am & rember of: B Engineering Mew Zealang  [Jnzia and hold the following qaalifications: B.E.(Hons), CMEngNZ, CPEng
Thee Design Firrn issuing this statement holds a current palicy of Professional indempity Insurance na less than 5200,000*,
The Design Firm is 2 member of ACENZ: E

5IGNED BY Craig Allan Manssen ON BEHALF OF Kirk Rud:-erts Consulting Engineers Ltd.
[Desigr Fum]

Date: 1= Aprill 2026 (signature)..,
Kot This stotement shal andy be reled r.pun f',-' h‘l- E_nfn'mg' Con, 'ﬂﬂ“fﬁm”d qh':w |.m:wky I-I’lq'ﬂ' rthis siatement accrues fo the Dengn Firm ol The
tehal moximam mount of demages poyalie oriang from this striemnent and ol phher shatements pronfdng ho- the Bullding Coageat Actharity ¥ refation to this
Buifchng work, wheifer o controct, ort or olherwise (ncladling negligeace), & limited o the s of S200.000°

This farm is to Accompany Form 2 of the Building [Forms) Regulations 2004 for the applicatsan of a Building Consent.

Thh A ANT 75 CEINONT I ARE COVRIGHT TOH ACERT, THGNEDNNG NEW ZEALAND ARD KA
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SPECIFICATION - S2 u

GENERAL

The following is a specification used for the
construction of two-storey, stack-bonded brick
veneers.

7

«  This document presents an ‘Alternative Solution
to E2/AS1 applicable when Bowers concrete
bricks, as mentioned in this document, are used
as a masonry brick veneer.

« This document is to be read in accordance
with the prerequisite Bowers brick cladding
system specification B1. ltems not covered in
this specification must comply with the specific
design bricklaying specification for Bowers
concrete bricks, Specification B1.

Should a requirement in this document conflict with
B1, this specification, Specification S2, is to apply.

WWW.BOWERSBROTHERS.CO.NZ

LIMITATIONS

The designer shall ensure that Bowers brick veneer
detailing, as presented within the Building Consent
Plans and Specifications, complies with all aspects of
this ‘Specific Design Specification. Plans submitted
for Building Consent must be clearly marked and
identify the use of Bowers brick veneers as follows;

“Bowers Stack Bonded Brick Cladding System -
Specification S2 - no substitution”

The Bowers two-storey stack bonded brick veneer
shall be subject to the limitations outlined in
Specification B1, B2 and S1 with the following
exceptions:

«  Bricks must be laid in a stack bond pattern.

«  Where timber studs are used as the support
structure, a maximum stud spacing of 400mm
shall apply.

«  Upto a 3kPa floor loading.
« A maximum of two-storey construction.

« Limited to a maximum calculated risk score of 20
in accordance with NZBC Acceptable Solution
E2/AS1 Table 2.

BOWERS
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SPECIFICATION - S2

PRELIMINARY

This document is a bricklaying specification used for the construction of two-storey, stack-bonded brick
veneers. It is an‘Alternative Solution’to E2/AS1 applicable only when Bowers concrete bricks, as mentioned in
this document, are used in a two-storey stack bonded masonry brick veneer. This document is to be read in
accordance with the prerequisite specification B1. tems not covered in this specification must comply with
the general bricklaying specification for Bowers concrete bricks, Specification B1.

Should a requirement in this document conflict with B1, this specification, Specification S2, is to apply.

DESIGNER

The ‘Architectural Designer’ is responsible for ensuring that the brick veneer, as detailed on the Building
Consent Plans and Specification, complies with all aspects of this ‘Specific Design’

The designer must clearly mark on the plans submitted for Building Consent — ‘Bowers Stack-Bonded Brick
Cladding System — Specification S2’ - no substitution.

DESIGN LIMITATIONS

The Bowers two-storey stack-bonded brick veneer shall be subject to the limitations outlined in Specification
B1, with the following exceptions:

«  Bricks must be laid in a stack-bonded pattern

«  Upto a 3kPa floor loading.

« A maximum of two-storey construction.

+  The scope limitations of NZBC Acceptable solution E2/AS1 Paragraph 1.1 in terms of floor area.

« Arisk score of 0 - 20, calculated in accordance with NZBC Acceptable Solution E2/AS1 Table 2.

«  Where timber studs are used as the support structure, a maximum stud spacing of 400mm shall apply.

«  Maximum veneer height of 7.0m for straight vertical panels and 9.0m to the apex of a gable or a pier as
defined in this document.

BRICKS

This specification is only applicable to the following brick types manufactured by Bowers:

Table 1 - Bowers - Bricks applicable to this specification

Bricks applicable to this specification

Bo;’rirjuBc;ICk Size (LxHxW) No/m? W:;?E:i(clig) Weight (kg/m?)
Standard brick 220 x 150 x 70mm 27.2 44 130
Classic brick 230 x 76 x 70mm 48.0 2.2 125
Plateau brick 450 x 150 x 70mm 13.6 7.7 150
Cadrona 390 x 190 x 90mm 12.5 10.8 150
10 series Half High 390 x 90 x 90mm 25.0 4.1 120

Note: Table 1 includes a 4% allowance for wastage in the number of bricks per m2, for ordering purposes

GIVE US A CALL TODAY! 0800 207 374




SPECIFICATION - S2 u

BRICK VENEER NSTRUCTION BOWERS
F £ . Susierle MASONRY
Maximum Veneer Heights
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Figure 1 - Maximum Veneer Heights for two-storey stack-bonded construction
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m SPECIFICATION - S2

Wall Panels

+  Brick wall panels may be laid to a maximum
height of 7.5m without the addition of shelf
angles or slip joints.

Gable Ends and Piers

+  Gable end wall panels may be laid to a maximum
height of 10m.

+  Brick piers, of maximum width not exceeding
1.0m in width and not supporting loads from
lintel shelf

BOWERS A

MASONRY VA

Cut rebate into bottom to form pistol brick

Bed joint under pistol brick to be 2mm
greater than standard bed joints

Provide flexible sealant to joint
DO NOT use mortar N

Figure 2 - Recommended hidden shelf angle detail
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SPECIFICATION - S2 u

SUPPORTING STRUCTURE

«  The supporting structure shall be timber framed construction in accordance with NZS 3604, concrete
block/precastin accordance with NZS 4229 or light structural framing in accordance with NASH Standards
part 1 and 2. Alternatively, or where support structure deviates from these codes a specific engineering
designed supporting structure may be adopted. Supporting structure to be designed and detailed by a
suitably qualified engineer.

BRICK CAVITY

The cavity shall comply with the requirements noted in Specification B1.

BRICK TIE INSTALLATION

Brick ties shall comply with the requirements noted in Specification B1, with the exception of the spacing
requirements outlined below:

Table 2 - Brick ties spacing

Placement of Brick ties in Mortar Courses

Bowers Brick Product Height of Brick Studs at 400mm crs.
Standard brick 150mm Every 3" course
Classic brick 76mm Every 2" course
Plateau brick 150mm Every 3" course
Cadrona 190mm Every 2" course
10 series Half High 90mm Every 3 course
JOINT REINFORCEMENT

« Install one row of bed joint reinforcement at 4m + 100mm above the bottom course.
« Install further rows of bed joint reinforcement, spaced 800mm + 100mm apart, above this level.
+  Bed joint reinforcement is to be placed in mortar joints that do not contain brick ties.

«  Bed joint reinforcement to be MASONS 4.0mm Bricklock STR and CNR galvanised or stainless-steel joint
reinforcement or equivalent, as appropriate for the site exposure zone (refer NZS 3604).

«  Where a gable exists on top of the veneer panel, install a further two rows of bed joint reinforcement, at
the same spacing, into the gable.

« Bedjoint reinforcement is not required within piers above the veneer panel.
«  Bed joint reinforcement to be installed within 350mm of the top and bottom of the panel.

« Bed joint reinforcement to be installed within 1775mm of head and sill of window/door openings,
extending minimum of 2 bricks into the adjacent brick panel.

Due to the wide variety of designs, location of windows, panel widths, roof configurations etc,, it is not
practical to be more specific where consideration should be given to installing joint reinforcement.
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SPECIFICATION - S2

LINTELS SHELF ANGLES
Lintels shall comply with the requirements noted in « In addition to the requirements set out in
Specification B1, with the following exceptions: Specification S1, shelf angles may be installed

+  Seated lintels may only be used over openings 250ve T,

in the upper level of a two-storey building. « The architect/engineer is to ensure an adequate

Seated lintels may not be used over a skirt roof (use SlbponELCUISBRIXINGCHI RS g =

of seated lintels over an opening above a skirtroofis «  The maximum veneer panel height above a shelf
permitted). angle over a skirt roof is to be 4m, measured as
shown in Figure 3 below.

HORIZONTAL MASONRY SLOPING MASONRY
SHELF ANGLE SHELF ANGLE
|
s
£ x
& helf
* i {EE=EN
; g
N

Figure 3 - Shelf Angles - diagram sourced from Brick & Paver Manufacturers association

TECHNICAL SUPPORT (L) 0800207374

Should you require any technical support technicalsupport@bowersbrothers.co.nz
on the Bowers Brick Veneer System, please
contact Bowers on: www.bowersbrothers.co.nz

GIVE US A CALL TODAY! 0800 207 374




SPECIFICATION - S2

ACEMI

Buikhng Code Clause{s) f1

PRODUCER STATEMENT — P51 — DESIGN ISSUE: D6
|Buidanoe on we of Froducer Strisments o available 2t s sl g o]
ISSUED BY: KIRK ROBERTS Consulting Ltd. PROJECT NO: 2020758
[Desgn Fm
To: Bowers Brothers Concrate Ltd
[ it SR
TO BE SUPPLIED TO: Relevant Territorial Authority

| Bl g Comuent Auiboriy)

IN RESPECT OF: Two-storey stack bonded brick veneer specification as per the attached documentation
"BOWERS BRICK CLADDING SYSTEM — SPECIFICATION 52°
|Description of Bullding ‘Wark]

AT: Lecations throughout MNew Zealand
JhddrEud
We have been engaged by the owner/developer referred to above to provide Structural Engineering Design services in respect of
the reguirements of Clause(s}  B1AVMIL of the Building Code far
&l [ e Part onty ] (a5 specified in the attachment o this statemant), of the proposed bullding work.

The design carried out by us has been prepared in accordance with:
E Compliance Documents issied by the Ministry of Busingss. Innovation & Employment BLAMI ar

[emrfieatinn methed | scoepiabis soduton)
U Alternative solution as per the attached schedule:

The proposed bullding work covered by this producer statement s described on the attached specification titled
‘BOWERS BRICK CLADDING SYSTEM — SPECIFICATION 52 revB" and dated 31 March 2021

On behalf of the Design Firm, and subject to:

1) Al propristary products meeting their performance specfication requiremeants

(] Up to ‘Extra High' wind fone in accordance with NZS3604: 2011,

(i) Maotimam site site hazard tactar 2= 0.4 in accordance with NZ251170.5: 2004

(] Structural design loads are based on a 50 year design life and Importance Level 2 structure {normal
structures and structures not in other importance levels) as defined in AS/NZS 1170.0 2004 clause 3.3,

(v Compliance with pre-requisite documents ‘BOWERS BRICK CLADDING SYSTEM = SPECIFICATION BI, & 51"

[wi] Unless specilically noted, all structural slements must comply with the relevant New Zealand design code
such as NZS 3604, NZS 4229, NZ5 2699, NZS 4210, and NZ5 HB 4236,
Thiess elements include, but are not limited to: brick ties, mortar strength, brick strength, and bond between
the brick and mortar,

[wil] Bowers Braothers brick products shall be manufactured tothe requirements of NZS 4455,

[wink This certificate does not cover weather-tightness, nor the stability, suitability or potential liquefaction of the
site,

(] This Producer Statement is valid for a building consent issued within 1 year from the date of issue.

(=) Inspections of the building are to be undertaken by the Bullding Consent Authority (council).

| believe on reasonable grounds that a} the bullding, « canstructed in accordance with the drawings, specifications, and ather
documents provided or listed in the attached schedule, will comply with the relevant prowisions of the Building Code and that bj, the
persons who have undertaken the design have the necessary competency to do 0. | atso recommend the following level of construction
manitoring/obsenation: (Refer note above)

Cem CJee BEoma Jems CJEMS srgress compeaor [] a5 per agreemient with owner SEeloner wm s

|, Craig Allan Manssen am: [E]cPeng 161576 #

M of Desgn Profesasnnal]
CJreg Areh v

1 am a Member of: [ Engineering Mew Zealand  [TINZ1A and hold the fallowing qualifications: B.E.{Hons), CMEngNZ, CPEng
Thi= Design Firm issuing this statement holds a current palicy of Profésskonal Indemnity Insurance na fess than 5200,000%
The Design Firm is a member of ACENT: (]

SMEMED BY Craig Allan Manssen ON BEHALF OF Kirk Roberts Consulting Engineers Ltd,
g s

. . |esseggn Frvem

e
Date: 1% Aprll 2026 (signature]...... " = b T
Note: This statement shall anly be retied upan By the Bullding [8n abowe. Lichifity under this stofpasent ocorues o the Oesign Arm onlp. The
fenal moarmn dmounl of domeiges popmble oraing fom B stalement ond alf athef statements prowided o Phe Buiioeog Corienf Aldhoridy in feldda Lo bhis
buiding wark, wiether in controct. bort o otherwiss (including reglipeace ), o faited [ the sum of $200,000*

This form is to accompany Form 2 of the Bullding (Forms) Regulations 2004 for the application of 2 Building Consent.
Tz O A [ CONDITION AL CORTRORT T ACEAL, ENGINEERING MOW TEALAMD AND M
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NEED SOME ADVICE?



GENERAL

The following is a specification used for the
construction of three-storey, running-bonded brick
veneers.

7

«  This document presents an ‘Alternative Solution
to E2/AS1 applicable when Bowers concrete
bricks, as mentioned in this document, are used
as a masonry brick veneer.

«  This document is to be read in accordance with
the prerequisite Bowers brick cladding system
specification B1 & B2. Items not covered in this
specification must comply with the specific
design bricklaying specification for Bowers
concrete bricks, Specification B1.

Should a requirement in this document conflict with
either S1 or S2, this specification, Specification S3, is

to apply.

LIMITATIONS

The designer shall ensure that Bowers brick veneer
detailing, as presented within the Building Consent
Plans and Specifications, complies with all aspects of
this ‘Specific Design Specification. Plans submitted
for Building Consent must be clearly marked and
identify the use of Bowers brick veneers as follows;

“Bowers Stack Bonded Brick Cladding System -
Specification S3 — no substitution”

WWW.BOWERSBROTHERS.CO.NZ

The Bowers three-storey stack bonded brick
veneer shall be subject to the limitations outlined
in Specifications B1, S1, and S2 with the following
exceptions:

«  Brick must be laid in a stack bonded pattern.
«  Upto a 3kPa floor loading.
« A maximum of three-storey construction.

« Limited to a maximum calculated risk score of 20
in accordance with NZBC Acceptable Solution
E2/AS1 Table 2.

« Where timber studs are used as the support
structure, a maximum stud spacing of 400mm
shall apply. Specific design of supporting
structure for the upper level, beyond the
limitations of NZS 3604 shall apply.

«  Maximum veneer height of veneer above
adjacent finished ground level of 10.0m for
straight vertical panels and extended to 12.0m at
the apex of a gable end or a pier of no more than
1.0m width.

« Installation of a mid-wall shelf angle at 6.0m, or
at the structural floor level of the third storey
floor (whichever is smaller), in accordance with
Figure 2.

+  Maximum veneer height of 10.0m for straight
vertical panels and 12.0m to the apex of a
gable or a pier as defined in this document, in
accordance with Figure 1.

BOWERS
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B SPECIFICATION - S3

BRICKS

This specification is only applicable to the following brick types manufactured by Bowers:

Table 1 - Bowers - Bricks applicable to this specification

Bricks applicable to this specification

Bo;\:’iﬁuB(:Ck Size (LxHxW) No/m? WFseI?[‘):i(cli(g) Weight (kg/m?)
Standard brick 220 x 150 x 70mm 27.2 4.4 130
Classic brick 230 x 76 x 70mm 48.0 2.2 125
Plateau brick 450 x 150 x 70mm 13.6 7.7 150
Cadrona 390 x 190 x 90mm 12.5 10.8 150
10 series Half High 390 x 90 x 90mm 25 4.1 120

Note: Table 1 includes a 4% allowance for wastage in the number of bricks per m?, for ordering purposes

BRICK VENEER CONSTRUCTION BOWERS
; . MASONRY
Maximum Veneer Heights
Tm Tm
max max
soffit line
TN
R N window window
9
]
% ©
5 2 2|8
- § S| ¢
~N N
5 3 5
= = =
£ £ £
(- O O
GENERAL VENEER GABLE END PIERS / RETURNS

Figure 1 - Maximum Veneer Heights for three-storey stack-bonded construction

GIVE US A CALL TODAY! 0800 207 374
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SPECIFICATION - S3 ﬂ

Cut rebate into bottom to form pistol brick

Bed joint under pistol brick to be 2mm
greater than standard bed joints

L

Provide flexible sealant to joint

DO NOT use mortar

Figure 2 - Recommended hidden shelf angle detail

_ 1A
A
4
Gable Ends and Piers

Wall Panels

The bricks may belaid in one panel to a maximum
height of 10m.

Above 6m, or at the structural floor level of the
third storey floor (whichever is the lesser), a mid-
wall shelf angle is to be installed in accordance
with detail 2.

The shelfangleis to be installed at all areas where
the veneer panel extends above 6m, except
where this is a gable or pier in accordance with
specification S2.

The bed joint under the shelf angle is to be fill
with a suitable flexible sealant, NOT mortar.

The veneer panels below 6m are to be installed
in accordance with specification S2.

WWW.BOWERSBROTHERS.CO.NZ

The brick veneer can be laid to a maximum
height of 12m with a gable end.

A pier is defined as a brick panel not exceeding
1m in width and not supporting a brick steel
lintel in any way. A pier must not exceed 12m in
height.




E SPECIFICATION - S3

SUPPORTING STRUCTURE BRACING

« The supporting structure shall be timber Bracing requirements of walls shall be calculated
framed construction in accordance with NZS using the prescribed tables in NZS 3604, or where
3604, concrete block/precast in accordance the building falls outside of the limitations of this
with NZS 4229 or light structural framing in  code, by a suitably qualified engineer.
accordance with NASH Standards part 1 and
2. Alternatively, or where support structure
deviates from these codes a specificengineering BRICK CAVITY
designed supporting structure may be adopted.
Supporting structure to be designed and
detailed by a suitably qualified engineer.

The cavity shall comply with the requirements noted
in Specification S1.

BRICK TIE INSTALLATION

Brick ties shall comply with the requirements noted in Specification S1 with the exception of the spacing
requirements outlined below:

Brick tie spacing

Brick ties are to be fixed horizontally to supporting structure at a maximum spacing of 400mm, and vertically
depending on the height of the brick as per table below. The upper most line of ties shall be installed at the
first mortar bed joint from the top of the wall.

Table 2 - Brick ties spacing

Placement of Brick ties in Mortar Courses

Bowers Brick Product Height of Brick Studs at 400mm crs.
Standard brick 150mm Every 3" course
Classic brick 76mm Every 2" course
Plateau brick 150mm Every 3 course
Cadrona 190mm Every 2" course
10 series Half High 90mm Every 3" course
JOINT REINFORCEMENT
«  Bedjoint reinforcement across the brick veneer is to comply with the requirements set out in specification
S2.
LINTELS

Lintels shall comply with the requirements noted in Specification S1, with the following exceptions:
«  Seated lintels may only be used over openings in the second and third level of a three-storey building.

«  Seated lintels may not be used over a skirt roof (use of seated lintels over an opening above a skirt roof
is permitted).

GIVE US A CALL TODAY! 0800 207 374




SPECIFICATION - S3 a

SHELF ANGLES

In addition to the requirements set out in Specification S1, shelf angles may be installed above skirt
roofs.

The architect/engineer is to ensure an adequate support structure for fixing of the shelf angle.

The maximum veneer panel height above a shelf angle over a skirt roof is to be 4m, measured as shown
in Figure 3 below.

HORIZONTAL B S SLOPING BOWERS
SHELF ANGLE SHELF ANGLE
5
=
E Shelf 5 Shelf
angle € angle
s :
N
)ﬁ

Figure 3 - Shelf Angles - diagram sourced from Brick & Paver Manufacturers association

TECHNICAL SUPPORT (L) 0800207 374

Should you require any technical support technicalsupport@bowersbrothers.co.nz
on the Bowers Brick Veneer System, please
contact Bowers on: www.bowersbrothers.co.nz
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n SPECIFICATION - S3

s A

e Zealsnd ACENL

Building Code Clause{s) B1

PRODUCER STATEMENT — P51 — DESIGN ISSUE: 06
[raianie on g of Prodoge Stalemenia s b il SRR TR LU b
ISSUED BY: KIRK AOBEATS Consulting Ltd. PROJECT NO: 2020758
P Firm|
T Bowers Erotl'le';s Concrete Lid
[Chartemr Thevbbane
TO BE SUPPLIED TO:- Refevant Territorial Authority

[Buileieg Cansadt Aisthonty)

IN RESPECT OF: Three-storey stack bonded brick veneer specification as per the attached documentation
'BOWERS BRICK CLADDING SYSTEM — SPECIFICATION 53"
Db et or! Soslriarg Wk h

AT: Locations throughout New Zealand
(Azsresa)
We have been engaged by the ownerfdeveloper referred to above to provide Structural Engineering Design services in respeet of
the requirements of Clause(s)  BLAMI of the Bullging Code for
Al D or Part only E [as specilied in the attachment to this statement], of the proposed bullding work,

The design carried out by us has been prepared in accordance with;

[&] compliance Documents ssued by the Mintstry of Business, Innovation & Emplayment B1/VMIL or
[w#rfication Feathad [ sccs prables wahuton)

[ Attematve solution as per the attached schedule: E2/AS1 Masonry

The propased building work covered by this producer statement is described on the attached specification titled
‘BOWERS BRICK CLADDING SYSTEM — SPECIFICATION 53 revB’ and dated 31% March 2021

On behalf of the Design Firm, and subject to:

{i] - Al propristary products meeting their performance specification requirements.

fii} * Up 1o ‘Extra High® wind zone in accordance with NZS3604: 2011,

(1) Waxirmum site site hazard factor Z = 0.4 in accordance with NZS1170.5; 2004

{iv) Stroctural design loads are based on a S0 year design life and Impartance Level 2 structure {normal
structures and structures not in ather iImportance levels] as defined in AS/NZS 11700 2004 clause 3.3,

{¥) Compliance with pre-regulsite documents 'BOWERS BRICK CLADDING SYSTEM — SPECIFICATION B1, 51, & 52

[wi) - Untess specifically noted, all structural elements must comply with the relevant New Zealand design code
such as NZS 3604, NZ5 4220, NZS 2699, NZS 4210, and NZS HB 4236,
These glements include, but are not limited to: brick ties, mortar strength, brick strength, and bond between
the brick and mortar.

{wil) Bowers Brothers brick products shall be manufactured to the requirements of NZS5 4455,

[will] This certificate does not cover weather-tightness, nor the stability, suitability or potential liguefaction of the
site.

{ix} This Producer Statement is valid for a building consent issued within 1 year from the date of issue,

(4] Inspections of the building are to be undertaken by the Building Consent Authority (council).

| beliéve on reasonable grounds that a) the building, & constructed in accordance with the drawings, specifications, and other
docurmnents provided or listed 0 the attached schedule, will comply with the relevant provisions of the Building Code and that b), the
persons who have undertaken the design have the necessary competency to do 5o, | also pecommuend the fotlowing bevel of construction
monitaring/ob<ervation: (Refer note above)

DCMI ChiZ EEM‘J Dﬂ*d DtME- (Lrgivpeig Crimgas e OF D a5 per agreement with ownerfdeveloper jeneaws

I, Craig Allan Manssen am: [Jcreng 161576 #

|Mame o Beslgn Frotemkonal|
Ol regsiraticicsisaia M

1 amm a Mernber of: [E] Engincering New Zealand  [IM214 and hold the folioving qualfications: B.E,{Hons), CMEngMZ, CPEng
The Design Firm (ssuing this statement holds a current podicy of Professional Indemnity insurance no bess than 5200,000°
The Design Firm is a member of ACENZ: [

SIGNED BY Cralg Allan Manssen ON BEHALF OF Kirk Roberts Consulting Engineers Lid.

S T |Detsgn Fivm|
Pt
. o ey
Date: 1% April 2026 (signatured........ © - " ——
Niote: This steement sholl oy oe relied tpon by the Buiiding Consll ity parned ebove, Leabillty wncler this sierement ecrwes 1o i Desiga Firm only, Te
datg! are aengunl of damages poyehie ariseg froen S srotement ond ol pther stafements prowied o the Huiding Conseni Authosty o refehion fo s

burding wari, whether m fantroct, tont ar gtheneise (inchading negligencel, & himited fo the sum of S200.000°

This form is ta sccompany Form 2 of the Buillding (Forms) Regulations 2004 for the applicaton of a Bullding Content

THaS PO ARDH TS COH DITIOMS ARE COPYRIGHT TOACERT, TNGIMEERRG MOW TEALAMD AND K2

GIVE US A CALL TODAY! 0800 207 374




SINGLE & MULTI-STOREY BRICK VENEER INSTALLATION GUIDE E

TECHNICAL SUPPORT

Should you require any technical support on the Bowers
Brick Veneer System, please contact Bowers on:

(L) 0800207 374

technicalsupport@bowersbrothers.co.nz
www.bowersbrothers.co.nz
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Bowers Brothers Concrete Ltd
51 Lorne Street, Morrinsville
New Zealand 3300

NZ Made Masonry
Blocks | Bricks | Paving | Retaining

0800 207 374

support@bowersbrothers.co.nz
www.bowersbrothers.co.nz




